
Precise rainfall measurements, straight to the MyFarmbot platform.

Rain Gauge
Measure what matters most.

Automate rainfall data collection across your property for accurate, localised 
insights straight to your device. The MyFarmbot platform allows for rainfall 
comparison across multiple locations — perfect for accurate reporting and 

data-driven decision making.

Contact our sales team today: 
02 9030 4760 or sales@farmbot.com.au farmbot.com.au

Satellite or        cellular connectivity



Hardware Specifications

•	 Connects to your Farmbot Monitor. 
•	 Self-emptying tipping bucket.
•	 Simple installation. 

MyFarmbot Specifications 

•	 See the latest rainfall, MTD, YTD and rolling 90 days. 
•	 API to connect with other farm management tools.
•	 Exportable data.
•	 Customisable daily rainfall reset periods. 

Self-emptying tipping bucket 
Ensures hassle-free, continuous operation.

Seamless integration 
View data on MyFarmbot platform. 

Accurate measurements 
Records rainfall in 0.3mm increments.

Plug-and-play 
No calibration required.

Suitable for any location 
Compatible with satellite or cellular Farmbot 
Monitors. 

Rain Gauge

Technical SpecificationsKey Features 

Automate rainfall data collection across your property with the Farmbot Rain Gauge. This smart, self-
emptying tipping bucket sensor delivers accurate, localised rainfall data directly to your device via the 
MyFarmbot platform, eliminating the need for manual recording or relying on regional averages. 

Plug it directly into your Farmbot Monitor for a quick and easy install with no calibration necessary. 
MyFarmbot provides powerful tools to visualise and analyse rainfall trends, compare data across multiple 
gauges, and export insights for better decision-making.

Accurate, automated rainfall monitoring.

Compare data between multiple rain 
gauges and running time periods.


