
Trough Direct

Smart, standalone trough monitoring.  

Measure what matters most.

Trough Direct is standalone solution that keeps you informed in near real-time. 
Highly versatile, available in both top and side mount options to suit any trough. 
With satellite connectivity, alerts are sent straight to your device ensuring you 

stay ahead of problems.

Contact our sales team today: 
02 9030 4760 or sales@farmbot.com.au farmbot.com.au

Satellite connectivity



Whether you’re managing cattle in extensive paddocks or monitoring 
waterpoints in hilly terrain, Trough Direct provides you with the flexibility you 
need.  

The design allows for easy transfer between troughs so the hardware can move 
with your mobs, making it a versatile solution suitable for pasture rotations, 
stock movements and agistment blocks.  

Tried and tested by Australian producers 
Weather resistant and livestock-proof.  

Direct to satellite 
Works anywhere in Australia, no mobile signal 
required.  

Near real-time alerts, event-driven data                
transmissions 
Know when there’s a problem, as soon it occurs with 
customisable alerts. 

Simple to install and highly portable 
Monitor your active troughs to keep across critical 
waterpoints. 

Hardware

•	 Water level accuracy +/- 2cm. 
•	 1.5m water level sensor included. 
•	 Various mounting options (side and top mount).  
•	 Long-lasting replaceable battery > 3-year lifespan. 
•	 GPS-enabled.  
•	 Cable guard available. 

MyFarmbot Software

•	 View historical data over 48 hours, 7, 14 and 30 days. 
•	 SMS and/or email alerts. 
•	 Open API available on request.
•	 Unlimited users on your platform.
•	 Lifetime exportable data. 

Side mount optionTop mount option

Trough Direct

Technical SpecificationsKey Features 

The monitor that moves with your mob.

Three vital alerts: 
water overflow, 
low and critically 
low warnings via 
SMS or email.


